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Analysis effort conducted to meet request for 30%

rehabilitation design evaluation.
» Recent testing has resulted in deterioration of the facility

— Multiple tube section failures and material yielding
— Damage to support footing welds
— Damage to underlying support structure

» Rehabilitation efforts have been proposed to improve structural response
— Remove the underlying rail track
— Remove the footing support and all welds along tube length
— Replace concrete slab beneath facility
— Support the tube sections with end saddle supports lined with rubber

» Requested modeling of the facility performance under a dynamic loading event
— Internal explosive loading due to driver charge detonation
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Simulations conducted to evaluate the effect retrofits

had on Qols of the facility response.

Evaluated Qol Metrics

— Relative axial displacement of adjacent tube sections

— Radial tube expansion
- Development of plasticity in tube and support structures

Modeling Considerations
— Focused on model-to-model response comparison

— Simulations of old structural model were rerun, with input file updates
» Stress bridge design at Joint 1 was replaced with 1” threaded bolt connection

— Validation of the loading and structural model has not been completed
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Original structural design applied significant constraints

to the motion of the facility.
« Axial bracing symmetric about center-line

— Secured structure to legacy rail system H%
» Threaded bolt connection at Joints AS00-GB
— Maintain tube connection during explosive event A36
but allow for axial movement Ground
* Footings connected to rail track
— Exact connection methodology under question
Direction of flow Approximate location of C4 charge ¥
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Suggested retrofits seek to remove constraints on
facility and allow structural compliance. '

 Axial footings replaced with saddles HSLA100
— Facility is supported only at tube joints . A500-GB |

» Tied 3DOF saddle contact to ground A6 |
- Exact grounding approach undefined Ground

 Two models studied
— Tube sections flush contact
— " “ gaps intentionally introduced into layout

rubber pad was not
included in model

Direction of flow Approximate location of C4 charge

L N

Joint 4 Joint 3 Joint 2 Joint 1
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CTH model of internal pressure load due to a 190# C4

charge used as the load condition for both models
» Loading model developed by Ronnie Parker and Keith Haberman (circa 2019)

» Pressure distribution is applied to the model via nearest neighbor technique
— Fortran user subroutine developed by Bob Stevens (circa 2019)

* Principal focus is on response to initial detonation
— Simulations are run for 10 milliseconds
— Secondary shock wave begins to traverse initial tube section

. Step: PRESSURE_LOADING
P (psi) Increment  1736: Step Time = 1.8510E-03
?ggg Primary Var: P
200
800 Y
2 __
500
500
400
300
200
180
video showing pressure load on inner tube surface
1@ Los Alamos
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Significant differences noted in axial facility response

due to constraint updates _
U3 [in]

+1.60e-01

+128e-01 original facility design: bolted joints
+5.00e-02 .
+2.60e-02

-3.73e-09

-2.50e-02 '
-5.00e-02

-7.60e-02

1 -

-1

1

U3 [in]
+1.60e-01

e updated facility design: flush saddle v

+7.50e-02

+5.00e-02
+2.50e-02
-3.73e-09
-2.80e-02
-5.0Ce-02
-7.50e-02
-1.00e-01
-1.28e-01
-1.80e-01

video showing axial displacement of structure
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Presentation Notes
Note: White boxes are being used to hide some of the model details. 
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H Tube 5 UI Tube 4 m Tube 3 m Tube 2 MTubel u—i

Contact between tube sections is seen due to axial
elongation / contraction caused by Possion’s effect

Axial Motion at Facility Joints
Joint 1 Joint 2 Joint 3 Joint 4

« Contact seen in all joints
0.05 A

1+ Larger displacements
— Removal of axial constraint

0.00
— Increased movability
~0.05 ] * Opening of gaps
contact contact ..
anticipated
o107 | N 1 1 - Y in Joint 1 (late time)
= Reflected wave
—0.151 ContaCt COntaCt
0.0 2 .IS 5.I0 7.I5 0.0 2 :5 5.IO 7.I5 0.0 2 :5 5.IO 7.I5 0.0 2 .IS 5.IO 7.I5
Time [sec] le—3 Time [sec] le—3 Time [sec] le—3 Time [sec] le-3
—==- Bolted Joint Model: Upstream —— Flush Saddle Model: Upstream
= Los Alamos Bolted Joint Model: Downstream  —— Flush Saddle Model: Downstream
“9 AAAAAAAAAAAAAA UNCLASSIFIED



UNCLASSIFIED

Introduction of '4” gaps show significant difference in

facility axial response _

11g5e 0! original facility design: bolted joints .
+7.60e-02
+5.00e-02

+2.50e-02
-3.73e-09
-2.50e-02 .
-5.00e-02
-7.60e-02

11gsetl updated facility design: gapped saddle

+7.50e-02 Y

+5.00e-02
+2.50e-02
-3.73e-09
-2.560e-02
-5.00e-02
-7.60e-02
-1.00e-01
-1.25e-01
-1.50e-01

video showing axial displacement of structure
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LTubeS W Tube 4 m Tube 3 W Tube 2 MTubel uﬂ

pia

4" gap between tube sections alleviates contact
between tube sections

Axial Motion at Facility Joints

Joint 1 Joint 2 Joint 3 Joint 4 . .
0.100{ ] ] ] « Spacing of tube section
0075 ﬂ _ : eliminates interference
0.050 - | , ] ] | — contact is not seen due to
n -, ST a ’f-
0.025 - 1 I;”LI ;“1[ ] v | / gap
R f ! ‘," -
0000 \ I g [ SN SN [+ minimal downstream
~0.025 - N/ \/ \ 1'| |: I'l Jfl Il:i i ,'r movement
ouso ] IRIRIAvI ] ~ gap may be unnecessary
dt HRTERTERY for downstream sections
—0.075 \ T B . .
—0.100 4 i'.;' ::
00 25 50 75 00 25 50 75 00 25 50 75 00 25 50 75
Time [sec] 1e—3 Time [sec] 1le—3 Time [sec] 1le—3 Time [sec] 1le—3
—== Bolted Joint Model: Upstream — Gapped Saddle Model: Upstream
. Bolted Joint Model: Downstream  —— Gapped Saddle Model: Downstream
(9 Los Alamocs
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videos showing radial displacement of Tube 2

Effects of proposed rehabilitation on radial expansion
show evidence of improved dynamic response.

original facility design: bolted joints updated facility design: flush saddle
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Presentation Notes
Note: White boxes are being used to hide some of the model details. 
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Displacement [i

Displacement [in]

—0.14

—0.2 4
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U1 — horizontal motion | U2 — vertical motion
Significant changes in radial displacements noted

Motion of Tube 2: 50' from breech
U1 Displacement

Bolted Joint Model
0.4 q Flush saddle Model

0.3 1

0.2 4

0.1

0.0

U2 Displacement

Bolted Joint Model
Flush saddle Model

T T T T T T T T 1
0.000 0.001 0.002 0.003 0.004 0.005 0.006 0.007 0.008 0.009

Time [sec]
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Displacement [i

nl

Displacement [i

—0.14

—0.21

Motion of Tube 2: 40' from breech
U1l Displacement

0.4 Bolted Joint Model
Flush saddle Model
0.3

0.2 4

0.1+

U2 Displacement

0.4+ Bolted Joint Model
Flush saddle Model

v

0.3

0.2 4

0.14

0.0

Displacement at joints have been attenuated

— Hypothesis that more energy is going into the
overall radial expansion of the tube sections

Tube ‘jump’ has also been attenuated
— Location of reaction forces has shifted to saddles

Interference of multiple wave patterns

suspected.

Similar initial response of models speak to

consistent input conditions.

breech

— Boundary conditions effect later responses.
e 50—
..... el o

T T T T T T T T
0.000 0.001 0.002 0.003 0.004 0.005 0.006 0.007 0.008 0.009
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videos showing radial displacement of Tube 2

Minimal change in radial response seen between the
saddle designs.

uT, ut

original facility design: updated facility design: updated facility design:
bolted joints flush saddle gapped saddle
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Displacement [i

Displacement [in]
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U1 — horizontal motion | U2 — vertical motion

Flush design does lead to multiple wave signals

Motion of Tube 2: 50' from breech Motion of Tube 2: 40' from breech

U1 Displacement U1 Displacement
0.125 1

Gapped Saddle Model

Gapped Saddle Model
Flush saddle Model Flush saddle Model
0.100 4

« Time signals are largely consistent
— Loading is dominating tube response

0.075 +

n]

0.050 +

0.025 +

» Later time response (4ms) shows variability

— Hypothesis of multiple waves moving through tube
after impact in flush design

Displacement [i

0.000

—0.025 4

—0.050 1

—0.075 4

P — S —  Interference of multiple wave patterns suspected.

Gapped Saddle Model Gapped Saddle Model
Flush saddle Model Flush saddle Model
0.100 4

« Similar initial response of models speak to
consistent input conditions.

0.075 4

nl

0.050

% o — Boundary conditions effect later responses. | ..
5—(1025— «—— 50’ E—

T T T T
0.000 0.002 0.004 0.006 0.008 1
Ti
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Material yielding is still present in facility with proposed
rehabilitations.

uivalen A ape . uivalen oy . uivalen aps .
raatieswan: Original facility design:  masieswmen: Updated facility design:  saseswan:  Updated facility design:
in/in .. in/in in/in

66400 bolted joints 16002 flush saddle 250002 gapped saddle
Taoe0s Y aoe0 Y a0 Y

e A el A el A

30004 Z X Boeos 2z X Boeos 2z X

+25e-04 +25e-04 +25e-04

+2.0e-04 +2.0e-04 +2.0e-04

+15e-04 +15e-04 +15e-04

+1.08-04
+50e-05
+0.0e+00

+1.0e-04
+50e-05
+0.0e+00

+1.0e-04
+50e-05
+0.0e+00

Plasticity noted in the saddle

(> i - : . .
19102 MIMOS * Further modifications to design needed to remove plasticity from saddle support.
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Plasticity in the tube section is not seen for current

facility design and proposed rehabilitations.
» Model that resulted in plasticity of the tubing had several considerations

— Like materials for both the tube and footing designs.
— Stress bridges placed at Joint 1 of the facility

Equivalent Equivalent

- . Equivalent : : Plastic Strain:
old facility design: Plastic strain: ~ original facility design: :;'73:"’ strain: ypdated facility design: in/in updated facility design:
H in/in . .
stress bridges /" 4 30100 bolted joints ol flush saddle 130004 gapped saddle
Equivalent g +5.08-04 +4.56-04 +4 52-04
Plastic Strain: Ii ggigj +4 Qe-0d +4 De-04
infin 3 Baod +356-04 +3.5-04
" ; +30e-04 +3.05-04
+7 B28e-01 +3.05-04 Y +258-04
+1.000e-03 +258-04 15 08.04 +2.02-04
+0.167e-04 [ r2ge e T15e04 15604
+8.3330.04 § 10604 +1 0e-04 +108-04
+7.5006-04 150805 +5.08-05 To0e 0o
+6.6672-04 ¥ +0.02+00 +0 0800 e
+5.833-0d
+5.000e-Dd
+4.167-0d
+3.333e-04
+2.500e-04
+1.B67-0d
+8.333-05 [
+0.000e+00
v )
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Force [Kips]

Force [Kips]
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Reaction forces were evaluated for the flush saddle
design. Model shows high forces at Joint 2 support

Reaction Forces at Facility Joints

Saddle_1 Saddle_2 Saddle 3
6000 -
4000 -
2000 . .
—2000 A . .
Saddle 4 Saddle 5 Saddle 6
6000 -
4000 -
2000
0 =—reid g L . oo
—2000 A
0.0000 0.0025 0.0050 0.0075 0.0100 0.0000 0.0025 0.0050 0.0075 0.0100 0.0000 0.0025 0.0050 0.0075 0.0100
Time [sec] Time [sec] Time [sec]
N
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Magnitudes of |mises stress|,., show limited material

yielding in Tube 3

Element Count

6000 Observed Stresses in Tube Sections: Original Facility Design - Margin CDF of |Mises Stress|: Original Facility Design
Tube_1 ]
Tube_2
5000 - Tube_3
Tube_4 1072 A
Tube_5 1
4000 4 --- A36 Yield Stress _
—— HSLA100 Yield Stress 2
5 107
3000 = ]
2
=
< 1073 4
2000 A ]
—— Tube 1 Material Yield:--
—— Tube 2 Material Yield:--
1000 - 104 - —— Tube 3 Material Yield:3.8e-03%
—— Tube 4 Material Yield:--
—— Tube 5 Material Yield:--
0 T — T T L e e T T T T T T T
102 103 104 105 0 20000 40000 60000 80000 100000
[Max Mises Stress| [psi] Margin: |Mises Stress| [psi]
N
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Magnitudes of |mises stress|, ., in flush tube design
show higher stresses in bulk material

Observed Stresses in Tube Sections: Updated Facility Design - Flush

6000

5000 A

4000 { ---

3000 A

Element Count

2000 +

1000 A

Tube_1
Tube_2
Tube_3
Tube_4
Tube_5
A36 Yield Stress

HSLAL100 Yield Stress

1% Los Alamos
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10° 10*
|[Max Mises Stress| [psi]

10°

Ratio of Material

rgin CDF of |Mises Stress|: Updated Facility Design - Flush

Ma
100 5

1071 4

1072 A

Tube 1 Material Yield:--
Tube 2 Material Yield:--
Tube 3 Material Yield:9.3e-01%
Tube 4 Material Yield:--
Tube 5 Material Yield:--

T
20000

T T T
40000 60000 80000 100000
Margin: |Mises Stress| [psi]
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Magnitudes of |mises stress|, ., show changes to tube

response if gaps are introduced

Observed Stresses in Tube Sections: Updated Facility Design - Gapped

6000 .
o Tube 1 d

Tube_2 !

5000 - o Tube 3 !
e Tube_4 |

Tube_5 |

4000 A36 Yield Stress :

*g HSLA100 Yield Stress !
S !
+ 3000 1
[T} |
£ 1
2 1
i) [}
2000 '

1

I

|

1000 A i

I

|

|
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103 104
|[Max Mises Stress| [psi]

109

Ratio of Material

1

DI"-f'lar-;|in CDF of |Mises Stress|: Updated Facility Design - Gapped
0" 3

1071 4

1072 5

Tube 1 Material Yield:--
Tube 2 Material Yield:--
Tube 3 Material Yield:--
Tube 4 Material Yield:--
Tube 5 Material Yield:-

O e e, ——————— ]

T
20000

T T T T
40000 60000 80000 100000
Margin: |Mises Stress| [psi]

11/3/2022

20



'® UNCLASSIFIED

Assumptions and uncertainties in modeling should be
investigated as rehabilitation designs mature.

 Validation of loading model
— CTH input files are not accessible for analysts to investigate

» Asymmetric loading of the facility
— Uncertainty of charge placement variability on structural response

 Influence of past loading on future structural response
— Restart files could be used to investigate multiple loadings

Direction of flow Approximate location of C4 charge
HSLA100 . ,
Ground _ . . .
Joint 4 Joint 3 Joint 2 Joint 1
1% Los Alamos
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Presenter Notes
Presentation Notes
The initial state of the tube is unknown. Results should therefore be considered lower bounds.
A more comprehensive model can be developed with time and resources

Assumptions/Idealizations
Structural geometry
Rigid ground attachment
Symmetric pressure loading
Metal-to-metal mounting

Uncertainties
Shock wave asymmetric effects
Accuracy of loading function (CTH)
Geometric irregularities
Effect of additional support 
rachet straps
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Next Steps / Proposed Path forward

* Investigate different cradle configurations
— Central support, modified tube connection

- Recommendation against ratchet straps in favor of support modifications to protect
against roll off.

 Investigate effect of friction coefficient on saddle plasticity development

» Study possibility of decreasing gaps at downstream joints

« Can tube sections be built out of differing materials rather than HSLA-1007?
« Extend simulation to capture late time responses

« Simulate unconstrained tube structure — ideal case

» Ultilize restart files to attempt investigation of tube damage effects

* Investigate tube gap effects on shock wave behavior
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